INCRETE CARBON BLACK PIGMENT
Liquid Integral Colorant for Concrete

Description

INCRETE CARBON BLACK PIGMENT is a specially-blended dispersion of organic black pigment for use in concrete and other cementitious materials. INCRETE CARBON BLACK PIGMENT may be used in COLORMATIC dispensing units.

Primary Applications

- Cementitious materials
- Cast-in-place concrete
- Pre-cast, tilt-up
- Slabs on grade
- Pavers
- Roof tiles
- Stucco, plaster
- Cast stone

Features/Benefits

- Easy dispersion
- Dust-free
- Consistent color every time
- Extremely high tint strength

Technical Information

Color Index Number: 77266
Pigment: Black 7
CAS No: 1333-86-4
Percent of Carbon: 34.0%
Total Percent Solids: 37.5%
Dispersing Aid Type: Anionic
pH: 9.5 - 11.5
Hegman Grind: 6+
Weight per Gallon: 9.7
Specific Gravity: 1.16
VOC(% by weight): < .10

Packaging

Standard package sizes include:

- INCRETE CARBON BLACK PIGMENT 2800 lb (1270 kg) totes
- INCRETE CARBON BLACK PIGMENT 45 lb (20.41 kg) pail
WARRANTY: The Euclid Chemical Company ("Euclid") solely and expressly warrants that its products shall be free from defects in materials and workmanship for one (1) year from the date of purchase. Unless authorized in writing by an officer of Euclid, no other representations or statements made by Euclid or its representatives, in writing or orally, shall alter this warranty. EUCLID MAKES NO WARRANTIES, IMPLIED OR OTHERWISE, AS TO THE MERCHANTABILITY OR FITNESS FOR ORDINARY OR PARTICULAR PURPOSES OF ITS PRODUCTS AND EXCLUDES THE SAME. If any Euclid product fails to conform with this warranty, Euclid will replace the product at no cost to Buyer. Replacement of any product shall be the sole and exclusive remedy available and buyer shall have no claim for incidental or consequential damages. Any warranty claim must be made within one (1) year from the date of the claimed breach. Euclid does not authorize anyone on its behalf to make any written or oral statements which in any way alter Euclid’s installation information or instructions in its product literature or on its packaging labels. Any installation of Euclid products which fails to conform with such installation information or instructions shall void this warranty. Product demonstrations, if any, are done for illustrative purposes only and do not constitute a warranty or warranty alteration of any kind. Buyer shall be solely responsible for determining the suitability of Euclid’s products for the Buyer’s intended purposes.

Shelf Life
1 year in original shipping container. After long periods of storage, product should be mixed prior to use.

Directions for Use
For use with INCRETE COLOR-MATIC dispensing systems, or other similar dispensing equipment. Please review Euclid Chemical’s Increte Integral Color Best Practices prior to adding to concrete or other cementitious materials. Mock-ups or samples should be made to determine loadings based on desired color. Call your Euclid Chemical representative for more information.

Clean-Up
Clean tools, equipment, and drips with hot, soapy water. Dried product will return to powdered state and can be easily flaked off and swept up.

Precautions/Limitations
• Protect from freezing.
• For professional use only
• In all cases, consult the Safety Data Sheet before use.